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About Us 

Nelux: Professional Lighting Solutions

At Nelux, we have been lighting up ideas and 
projects around the world for over 30 years. Since 

establishing our headquarters in Hong Kong in 
2010, we have become a trusted partner in the 
design and supply of technical and decorative 

lighting solutions for hotels, restaurants, 
franchises, retail stores, museums, and other 

commercial spaces.

Our philosophy blends innovation, design, and 
functionality to deliver high-performance products 
that not only meet but exceed the expectations of 

our clients. We focus on two key areas:

A premium range of interior lighting with a 5-year 
warranty, perfect for projects requiring durability 

and aesthetic excellence.
A bespoke production service that allows for the 
creation of unique pieces tailored to the specific 

needs of each client and project.
Our global market expertise, combined with an 

unwavering commitment to quality and 
competitive pricing, positions us as a leader in 
lighting solutions for large-scale projects. This 

catalog is a testament to our dedication and 
passion for illuminating every space with creativity 

and precision.
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Flux Size(LxWxH) AddedCCTPower Beam Angle

KD802-B
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S300mm
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~
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comfortAnti glare

DIMM
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Color:

UP

Sand black

Sand white

1200x210x130mm

1200x210x130mm

110°

110°

3000K

4000K

6000K

3000K

4000K

6000K

45W/M

15W/M

/
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>95 lm/W

>95 lm/W
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HERIK 赫科     异形办公吊灯



还差 802 线条图 / 模型

Surface mounted and suspended lamps can emit light up 

and down to achieve maximum efficiency.
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HERIK 赫科     异形办公吊灯
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comfortAnti glare
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Color: Sand black

Sand white
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KD803

595 50

595

A

C
595x595x50mm 110°

3000K

4000K

6000K

30W/M />95 lm/W
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KD608S

Optional

prism can
choosing

Color: Sand black

Matte black Matte white

Sand white Wood grain

Silver

S300mm

3000mm
to

3000k

6000K
2.4GIP20CRI

>90
100V

~
240VEye 

comfortAnti glare

DIMM
1-10V DALIInformation

1200x260x30mm

2400x260x30mm

30W+15W

60W+30W

3900 lm

7800 lm
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Nelux has the flexibility to adapt to every new situation and react 

to  changing requirements in a room – whether you want to evenly 

light an entire  wall or accentuate a particular object. 
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Color: Sand black

Matte black Matte white

Sand white Wood grain

Silver

Information S300mm

3000mm
to

3000k

6000K
2.4GIP20CRI

>90
100V

~
240VEye 

comfortAnti glare

DIMM
1-10V DALI

UGR<19

KX14845-A KX14845-L

45 45

160 160

常规亚克力面罩 奶白棱晶罩

80-95 lm/W Lx160x45mm25W/M

Flux Size(LxWxH)

110°

CCTPower Beam Angle

3000K

4000K

6000K

PMMA Die casting aluminum6063 Aluminum

Diffuser Material End Cap MaterialBody Material

KX14845-A/KX14845-L

KX20050-A/KX20050-L

80-95 lm/W Lx200x50mm25W/M

Flux Size(LxWxH)

110°

CCTPower Beam Angle

3000K

4000K

6000K

PMMA Die casting aluminum6063 Aluminum

Diffuser Material End Cap MaterialBody Material

5050 50

220 220 220

KX20050-A KX20050-L1 KX20050-L2

全透棱晶罩半透亚克力常规发光面罩 奶白棱晶罩

110109
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